Technical data (extract)

* EPREL database is available at https://eprel.ec.europa.eu/screen/product/lightsources/xxxxxxx
(where the xxxxxxx have to be substituted by the reference number given in the last coloumn)
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Lumnium EU 130 with Osram driver
872 Aft (1200mm) 36 5300 5300 136 136 4000 >80 >72000h >72000h M85 700+78 1,5 D 734862
872 5ft (1500mm) 50 7000 7000 137 137 4000 >80 >72000h >72000h 1477 1000+78 1,8 D 734813
Lumnium EU PRO 160 with Osram driver
872 4ft (1200mm) 31 5000 5000 161 161 4000 >80 >102 000 h >102 000 h 1185 700+78 15 C 803933
872 5ft 1500mm) 41 6800 6800 165 165 4000 >80 >102 000 h >102 000 h 1477 100078 1,8 C 734760
Osram Basic Linear G3
872 4ft (1200mm) 39 5400 5400 140 140 4000 >80 50000h 41000h 185 700+78 15 D 892188
8725ftasoomm) 47 6900 6900 145 145 4000 >80 50000h 41000h 1477 1000¢78 18 D 9278
Lumnium EU 130 HO with Osram DIP Switch driver
23 3400 3400
872 4ft 1200mm) 28 e 136 136 4000 >80 >72000h >72000h 1185 70078 1,5 D 734862
34 4800 4800
39 5300 5300
30 4500 4500
872 5ft (1500mm) 57 R 137 137 4000 >80 >72000h >72000h 1477 1000%78 1,8 D 734813
44 6400 6400
51 7000 7000

** The application of through-wiring may influence the Ta. Max.



